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• Construction Details: Attaching to the House 
Correctly attaching your new patio cover or carport to your existing home is critical to preventing collapses. A com­
mon issue that can cause problems are patio covers or carports that pull away from homes because of missing or 
inadequate house attachments. 

EXlslmg roof rafters or trusses 

underlaymenl from new roofamlfllmum of 18° onlO eXIsting roof. 
_

-=l~~(}=:-/~::::::~~~:=::E:X1:end

EXISllng ConhnUQUS 2 x leager 
Wah Secure 10 wall whh 4 lIr x 3/8- bolls 

@ 16- 0 C. Locale bolts to penetrate 
lOp plate or Sluds. 

NOTE. Remove bricJc, Veneef or sIding allop of wall 
before inslallmg ledger 

NOTE Lapuodertaymeolam>n;mumofl."uode, 
eXisting roof fells 

Solid 2 x b1ocJong between raners 

Existing roof 

Continuous 2)( 6 secured to existing roof with 41/2" x 
3/8~ lag bolls at each rafter or truss 

EXlslmg 
Wall 

Detail A Detail B Sample attachment details 

Solid 2)( blocking on 2 x 12 or grealer • 
Galvaniz.e<:f melal poslbeam 
conneclor 

Standard Post Attachment 

Design loads vary due to geographic location. Check 
with your local SAFEbuilt office for the applied roof load 
in your area: 

Conventional framing must show all dimensions in submitted plans in order
 
to verify compliance with adopted building code.
 

Any truss system shall be designed & approved by the truss manufacturer's
 
design professional. Stamped truss drawings are required on site for all
 
inspections.
 

Construction Details: Post Attachment
 

5/8- ex:1enor gypsum 
bOard soffit 

Solid 2 X. blocking belween rafters 

5/8 M Type 4X"' exterior 
gypsum sheathing 

Roof lie downs required 

I L..o...--- Exterior sidmg 

Infill between poSIS 
with 2)(4@ 16" G.C. ---++-­

One-Hour Wall Post Attachment 

A

I REMINDER:
 

\ -< Permits are only issued after plan review. The 
,to.nJj~ time required to conduct this review Will 

< \f>?'~)depend on the completeness of thecdJ/ information received in the plans. 

./. Document Published by SAFEbuilt, Inc. 4.1.13 30[5
SAFEbullt. 



I 

Construction Details: Footing Requirements
 

Add-tional Information
 

Standard Footing Detail 

ealed or decay resistive posl ~ 

so 
WIth I" spacer to conerele

/G''''n1Z0d column b, 

Minrmum 3 112­
concrete slab " ­

I 

Isolate from Slab? 

Check with your building 
official for local r nmimum 

-

Ancho, boN m;n;mu,,/ fOOllflg depTh re quirements. 
T penetration 

-'-- ­

One-Hour Wall Detail 

Infill between posts with 
2x4s @ 16- a.c. 

Boltom plate shall be
 
treated or foundation
 
redwood
 

Gatvanlzed column base 

• 
With '" spacer 10 concrele 

Minimum 31/2" 
concrele slab 

I 

Isolate trom slab -
 Check with your building 

Anchor boll minimum offiClal for local minimum 

r penelration footing depth requirements. 

Check With your local I I 
depatlmenl for swelling FOOling 
soils. Caissons may be l--__--' ----'L­
required. 

The building code lists several requirements for 
footings based on use of the patio cover/carport and 
snow load conditions. At a minimum, footings shall 
be at least down to the frost depth for your location. 
Check with the building department for specific 
depths required. Additionally, the posts must be 
attached to the footing according to code to prevent 
lateral movement and uplift (wind and cantilevered 
forces). Posts must also be either a natural decay­
resistant or preservative-treated wood and supported 
by a metal pedestal projecting 1" above the concrete 
and 6" above exposed earth to prevent moisture rot. 

PERGOLAS 

Pergolas are typically not designed to require a roof 
load to transfer to the supporting piers or footings, 
thus not requiring the construction to be designed 
for normal roof/snow loading. Check with your local 
municipality to see if they require a permit for these 
type of assemblies. 

If a permit is required by your jurisdiction, please 
show size and location of the proposed pergola on 
a plot plan and include distances to the property 
line and any other structures on the property. 

What will the building inspector look at? 

A typical patio cover/carport project will require the 
fol/owing inspections: 
1.	 Footings: Footing inspections shall be made after 

holes are dug, any reinforcing steel is in place/forms 
erected, and PRIOR to placing of concrete 

2.	 Framing Inspection: Inspection of the roof, truss/ 
ledger attachment, rafter/joists, beams and hangers 
prior to any finished ceiling being applied. If electric 
is being installed for the patio cover/carport, a rough 
electric inspection should be called at the same time 
as the framing inspection . 

3.	 Final: Inspection made AFTER the patio cover is 
completed, including any final electrical. 

• 

Want to know more? Need more help? 

We hope you found the information in this guide useful. 
If you have any questions, please feel free to contact 
us. 

How do I schedule a required inspection? 
Please call the inspection line listed on your permit card 
and leave all information requested in the message. 
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Size and amount of lags 

a 3/8' x 41/2'@ 16" o.C. 

Existing House 

Connection to 
House-Check One 
(see pg 3) 

Detail A _ 

Detail B _ 

) x Beam 

Example (2) 2x12 

Beam splices to occur over posts with 
1 1/2" bearing 

Electric proposed? 

DYes 0 No 

Maximum rise: __-T""'"I 

7 3/4" at door 

(ie. lighting, outlets, moving 
existing lighting) 

Span, _ 

Example 14' 

___ x Posts 

Example: 4 x 4 

Spaced feet apart 

Example 6' 

Depth _ 

Ex. 30" 

Cross-Section Patio Cover I Carport Plan
 

_IRECTIONS: Fill in the blanks with dimensions and material which will be used to build the structure-please PRINT legibly. 

This patio cover/carport is within 5 feet of 
property line: 

DYes 0 No 

If any of the sides of the carport/patio cover 
are closer than 5' to the property line, that side 
of the carport/patio cover must be enclosed 
with a solid 1-hour fire rated wall as shown in 
the construction details on pages 3 and 4. 
You must, however, keep at least 2 sides of a 
carport open to conform to the Building Code 
requirements. Zoning Approval is required. 

Roof Covering (ex. Class A 3-tab shingles) 

Pitch _ (ex. 4/12) 

Underlayment (ex. 2 layers of 15# felt) 

Roof Sheathing (ex. 15/32" 24-16 CDX Plywood) 

** Roofing it to be installed per manufacturer's instructions, including low slope 

application and required inspections made. 

2 x__ rafters @ a.c. 

Ex. 2 x 8 @ 24' O.C. 
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